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54” Pattern Approx. Repeat Fiber Content & Finish Abrasion

(Wyzenbek*)
Lightfastness

(AATCC Method 16)
Cleaning 

Code 54” Pattern Approx. Repeat Fiber Content & Finish Abrasion
(Wyzenbek*)

Lightfastness
(AATCC Method 16)

Cleaning 
Code

APOLLO V-none H-None 100% Polyester
CRYPTON® 150,000 D.R 40 hours WS/BC HUSH V-none H-None 70% Wool, 20% Polyester, 5% 

Acrylic, 5% Nylon 100,000 D.R 40 hours S

ATMOSPHERE V-none H-None 100% Polyester
Stain Resistant, Acrylic Backing 150,000 D.R 40 hours WS INSIGHT V-none H-None

100% Phthalate Free Vinyl Face, 
100% Polyester Back Stain 
Resistant

300,000 D.R 200 hours WS/BC

BRONCO V-none H-None
100% Polyurethane Face, 100% 
Polyester Knit Back, AEGIS, Stain 
Resistant

500,000 D.R 120 hours WS/BC INTAGLIO 2 V-none H-None
100% Polyurethane Face, 100% 
Polyester Knit Back AEGIS, Stain 
Resistant

500,000 D.R 150 hours WS/BC

CADENCE V-none H-None
98% Polyurethane, 2% Silicone 
Face, 100% Polyester Back
WriteOut® Ink Restistant

200,000 D.R 200 hours WS/BC MAJORCA V-none H-None 100% Silicone Face, 100% Poly-
ester Back 145,000 D.R 1000 hours WS/BC

CAVO V-none H-None 66% Polyacrylic, 34% Polyester
Stain Resistant, Acrylic Backing 55,000 D.R 40 hours WS/BC SHERLOCK/

SHERLOCK 2 V-none H-None
73% Polyester, 27% Viscose
AltaTM performance technology, 
Acrylic Backing

150,000 D.R 40 hours WS

DRIFTER V-none H-None
100% Phthalate Free Vinyl Face, 
100% Polyester Back 
ResilienceSR Stain Resistant

300,000 D.R 200 hours WS/BC SOHO V-none H-None 50% Polyester, 50% Acrylic 
Stain Resistant, Acrylic Backing 150,000 D.R 40 hours WS

EMERSON V-none H-None 100% Polyester
Stain Resistant, Acrylic Backing 150,000 D.R 40 hours WS TAILORED V-none H-None

95% Polyurethane, 5% Silicone 
Face, 100% Polyester Back
WriteOut® Ink Restistant

300,000 D.R 200 hours WS/BC

ENCORE V-none H-None 100% Polyester
Stain Resistant 75,000 D.R 40 hours S TRANSFORM V-none H-None 100% Polyester

Stain Resistant, Acrylic Backing 100,000 D.R 60 hours WS/BC

ENGRAVE V-none H-None
95% Polyurethane, 5% Silicone 
Face, 100% Polyester Back
WriteOut® Ink Restistant

300,000 D.R 200 hours WS/BC WATSON V-none H-None
Shown Railroaded

68% Olefin, 32% Polyester
Stain Resistant, Acrylic Backing 110,000 D.R 40 hours WS/BC

EVOLUTION V-11 1/2” H-1/4”
63% Polyester, 37% Acrylic Stain 
Resistant, Acrylic Backing 125,000 D.R 40 hours WS/BC

Cleaning Codes:
S - Only mild pure water-free dry cleaning solvents may be used.
WS - Water based cleaning agents or foam may be used.
BC - May be cleaned with bleach following the proper ratio of water and bleach.
Cleaning by a professional service is recommended.


