
A. INTERGRATED HEADREST
Extra support for your neck
and back to ease bodily fatigue.

B. LUMBAR SUPPORT 
Full back spring system built into the  
molded foam for dynamic support. 
(Range 5.5” to 23”)

C. MECHANISM
Our sleek, synchro-tilt swivel mechanism 
features multi-position tilt lock with slow-
release, pneumatic height adjustment, 
and side tension control.

D. ENERSORB™
Our ENERSORB™ foam seat enhances 
comfort and durability.

E. POLISHED ALUMINUM ARMS
Sleek, contoured arms with polyurethane 
or optional leather/vinyl arm pads provide 
user comfort and support.

F. BASE AND CASTERS
Polished aluminum base with
3” carpet casters.
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Model 235D
Overall Width 
(Outer armrest to outer armrest) 24.5”

Overall Depth 
(Front seat to back of back rest) 23”

Overall Height
(Floor to top of back rest) 45.5”- 49.5”

Seat Width 20.5”

Back Width 19”

Back Height
(From compressed seat) 31”

Arm Width  
(Inner arm pad to inner arm pad) 19.75”

Arm Height
(Compressed seat to top of armrest) 9.5”

Seat Height 16.75” - 20.75”

Seat Depth 20”

Model 535D
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nightingalechairs.com
800 363 8954 

DIMENSIONS DISCLAIMER
Dimensions were taken from specified locations on our standard model, 
and reflect user-experience with our product. Dimensions can vary 
according to selected customizable options. Dimensions for space 
planning or shipping are provided upon request.

Made in a 100% waste free manufacturing facility.

ISO 14001 & ISO 9001 CERTIFIED
TB117-2013 COMPLIANT

TEXTILE DISCLAIMER
Nightingale only upholsters with top quality materials.

Nightingale recommends ordering product samples at 
www.nightingalechairs.com/textiles before final purchase to get a 
more accurate representation of color. However, due to slight variations 
in dye lots, there can be slight color variations to received product.

Nightingale has made every effort to represent the colors and textures 
of these textiles, vinyls and leathers as accurately as possible. However, 
we cannot guarantee 100% accuracy, due to variations that occur in the 
printing process.
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